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SALAMANDER CABINETS 

SINGLE DISPLAY INTEGRATED DISPLAY MOUNTS
Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

Salamander Integrated Mounts 
assure optimal placement, distance 
and positioning of video displays 
with camera and/or speaker 
systems required in meeting 
spaces. Refer to the 3 step guide 
when selecting one of the various 
VESA compliant mounts.

Selecting A Cabinet Integrated Mount:

1 2 3CHOOSE A CABINET 
WIDTH / BAYS

Common sized cabinets for 
single displays that meet ADA 

(overhang 4” or less) requirements:
4 Bay Cabinet - 75-100”
3 Bay Cabinet - 55-70”
2 Bay Cabinet - 49-55”

1 Bay Cabinet - 42”or smaller

CHECK THE VESA 
MOUNTING PATTERN AND 
DISPLAY SPECIFICATIONS

All Salamander Display mounts 
are VESA compliant mounts 
that hold displays 32-100”.

(See chart on page 3 for 
VESA specifications)

SPACE BETWEEN BOTTOM 
OF DISPLAY & CABINET

When mounting a camera or 
sound bar below the display use 

the calculator diagram (on page 2) 
to determine the space you 

will need. Please consider the 
center of lens.
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INTEGRATED DISPLAY MOUNTS
Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

Space Between Display & Cabinet Calculator:

*(Centerline) - A = B 
B - 31.5 = C 

VESA
Rear of Display

A

C

B

D

*(Centerline) - A = B 
B - 31.5 = C 

VESA
Rear of Display

A

C

B

D

Find the distance from the bottom 
of the display to the center of the 
VESA pattern.

Choose a centerline from the three 
mount heights shown below and 
subtract this amount from “A”. This 
will give the bottom of the display 
to the floor dimension.

Subtract 31.5 (cabinet height) from 
from “B”. This will give the available 
height to mount accessories 
between the top of the cabinet 
and below the display. 

A

B

C

- Centerline = A B

- 31.5 = B C

3 Mount Heights:

54”

Distance between  
display & cabinet use 

calculation above

56”
58”
60”

65”

Distance between  
display & cabinet use 

calculation above

67”
68”
70”

59”

Distance between  
display & cabinet use 

calculation above

61”
63”
65”

1
Mount Height: 54” - 60” Centerline

(subtract 2” for XL models)

2
Mount Height: 59” - 65” Centerline

(subtract 2” for XL models)

3

Integrated mounts are available in three heights to allow for flexible video conference system positioning.

Mount Height: 65” - 70” Centerline
(subtract 2” for XL models)

2
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Furniture Shaped By Your Needs ®

Choose a Cabinet Width / Bays Check the VESA mounting pattern Space Between Display & Cabinet

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 52”, 54”, 56”, 58” FI/CSP1/PMXL/S

2 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 57”, 59”, 61”, 63” FI/CSP2/PMXL/S

3 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 63”, 65”, 67”, 69” FI/CSP3/PMXL/S

1

2

38 Bay Split Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 55-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 52”, 54”, 56”, 58” FI/CSP1/PMXL/S

2 55-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 57”, 59”, 61”, 63” FI/CSP2/PMXL/S

3 55-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 63”, 65”, 67”, 69” FI/CSP3/PMXL/S

1

2

36 Bay Split Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 52”, 54”, 56”, 58” FI/CSP1/PMXL/S

2 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 57”, 59”, 61”, 63” FI/CSP2/PMXL/S

3 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 63”, 65”, 67”, 69” FI/CSP3/PMXL/S

1

2

34 Bay Split Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 52”, 54”, 56”, 58” FI/CQ1/PMXL/S

2 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 57”, 59”, 61”, 63” FI/CQ2/PMXL/S

3 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 400, 
500, 600 400 lbs 63”, 65”, 67”, 69” FI/CQ3/PMXL/S

1

2

34 Bay Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 54”, 56”, 58”, 60” FI/CL1/PM/S

2 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 59”, 61”, 63”, 65” FI/CL2/PM/S

3 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 64”, 66”, 68”, 70” FI/CL3/PM/S

1

2

33 Bay Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 50-60” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 54”, 56”, 58”, 60” FI/CN1/PM/S

2 50-60” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 59”, 61”, 63”, 65” FI/CN2/PM/S

1

22 Bay Single Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 27-43” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 175 lbs 54”, 56”, 58”, 60” FI/CU1/PM/S11 Bay Single Mount

Split Cabinet Models: For transportation and smaller entry ways.

3
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SALAMANDER CABINETS 

DUAL DISPLAY INTEGRATED DISPLAY MOUNTS
Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

Salamander Integrated Mounts 
assure optimal placement, distance 
and positioning of video displays 
with camera and/or speaker 
systems required in meeting 
spaces. Refer to the 3 step guide 
when selecting one of the various 
VESA compliant mounts.

Selecting A Cabinet Integrated Mount:

1 2 3CHOOSE A CABINET 
WIDTH / BAYS

Common sized cabinets for dual 
displays, when overhang 

is not a concern:
6 Bay Cabinet – (2) 100”
4 Bay Cabinet – (2) 75”
3 Bay Cabinet – (2) 65”

CHECK THE VESA 
MOUNTING PATTERN AND 
DISPLAY SPECIFICATIONS

All Salamander Display mounts 
are VESA compliant mounts 
that hold displays 32-100”.

(See chart on page 3 for 
VESA specifications)

SPACE BETWEEN BOTTOM 
OF DISPLAY & CABINET

When mounting a camera or 
sound bar below the displays use 
the calculator diagram (on page 2) 

to determine the space you 
will need. Please consider 

the center of lens.



1
Mount Height: 54” - 60” Centerline

(subtract 2” for XL models)

2
3

Mount Height: 59” - 65” Centerline
(subtract 2” for XL models)

Mount Height: 65” - 70” Centerline
(subtract 2” for XL models)
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DUAL DISPLAY INTEGRATED DISPLAY MOUNTS
Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

Space Between Display & Cabinet Calculator:

3 Mount Heights:

2

Integrated mounts are available in three heights to allow for flexible video conference system positioning.

Find the distance from the bottom 
of the display to the center of the 
VESA pattern.

Choose a centerline from the three 
mount heights shown below and 
subtract this amount from “A”. This 
will give the bottom of the display 
to the floor dimension.

Subtract 31.5 (cabinet height) from 
from “B”. This will give the avail-
able height to mount accessories 
between the top of the cabinet and 
below the display.

Set the overall spacing (width) by 
measuring from the tape measure 
slot in the center of the mount to 
the same location on the second 
mount. Set this to the width of one 
display + 1/8” while maintaining 
them centered on the cabinet.

A

B

C

D

*(Centerline) - A = B 
B - 31.5 = C 

VESA
Rear of Display

A

C

B

D*(Centerline) - A = B 
B - 31.5 = C 

VESA
Rear of Display

A

C

B

D

*(Centerline) - A = B 
B - 31.5 = C 

VESA
Rear of Display

A

C

B

D

- Centerline = A B

- 31.5 = B C

= Single screen width + 1/8” 
	 (centered to cabinet)D

59”
61”
63”
65”

65”
67”
68”
70”

Distance between  
display & cabinet use 
calculation above

Distance between  
display & cabinet use 
calculation above

Distance between  
display & cabinet use 
calculation above

54”
56”
58”
60”



   
811 Blue Hills Ave, Bloomfield, CT 06002,  800.898.0566
salamanderdesigns.com/commercial

©2020 Salamander Designs Ltd. 1.20

MADE 
IN USA

MMEEMMBBEERR

SU
ST

A
IN

A
B
LE

 FU
RNISHINGS C

O
U

N
C

IL

QUICK
 SHIP

Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

3

Furniture Shaped By Your Needs ®

Furniture Shaped By Your Needs ®

Choose a Cabinet Width / Bays Check the VESA mounting pattern Space Between Display & Cabinet

3 Bay Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 2 x  
37-65”

200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 54”, 56”, 58”, 60” FI/CL1/PM/D

2 2 x  
37-65”

200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 59”, 61”, 63”, 65” FI/CL2/PM/D

3 2 x  
37-65”

200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 64”, 66”, 68”, 70” FI/CL3/PM/D

1

2

3

4 Bay Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 54”, 56”, 58”, 60” FI/CQ1/PM/D

2 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 59”, 61”, 63”, 65” FI/CQ2/PM/D

3 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 64”, 66”, 68”, 70” FI/CQ3/PM/D

1

2

3

4 Bay Split Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 54”, 56”, 58”, 60” FI/CSP1/PM/D

2 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 59”, 61”, 63”, 65” FI/CSP2/PM/D

3 2 x 75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 64”, 66”, 68”, 70” FI/CSP3/PM/D

1

2

3

6 Bay Split Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 54”, 56”, 58”, 60” FI/CSP1/PM/D

2 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 59”, 61”, 63”, 65” FI/CSP2/PM/D

3 55-70” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 64”, 66”, 68”, 70” FI/CSP3/PM/D

1

2

3

6 Bay Split XL Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 52”, 54”, 56”, 58” FI/CSP1/PMXL/D

2 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 57”, 59”, 61”, 63” FI/CSP2/PMXL/D

3 65-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 63”, 65”, 67”, 69” FI/CSP3/PMXL/D

1

2

3

8 Bay Split Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 55-75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 54”, 56”, 58”, 60” FI/CSP1/PM/D

2 55-75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 59”, 61”, 63”, 65” FI/CSP1/PM/D

3 55-75” 200, 250, 300, 350, 400, 
450, 500, 550, 600 200, 300, 350, 400 350 lbs 64”, 66”, 68”, 70” FI/CSP1/PM/D

1

2

3

8 Bay Split XL Dual Mount

Mount 
Height

Display 
Sizing VESA Horizontal VESA Vertical Weight 

Limit Centerline Heights MODEL

1 75-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 52”, 54”, 56”, 58” FI/CSP1/PM/D

2 75-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 57”, 59”, 61”, 63” FI/CSP1/PM/D

3 75-100” 400, 500, 600, 700, 800, 
900, 1000, 1100, 1200

100, 200, 300, 
400, 500, 600 500 lbs 63”, 65”, 67”, 69” FI/CSP1/PM/D

1

2

3


