
 30.25in
768.4mm

 

SCREEN CENTER
SEE TABLE

 71.13in
1806.7mm

 

SCREEN MOUNTING 
HEADER BRACKET 
CAN BE ADJUSTED 
UP TO 16.453"

 23.25in
590.6mm

 

HINGED ACCESS DOOR

 4.00in
101.6mm

 

45°
MAX OPENING

ADJUSTABLE LEVELERS: 
ALLOW OVERALL FLOOR 
LEVELING ADJUSTMENT 
OF UP TO .75" 

SIDE PANEL CUT-OUT 
ALLOWS FOR EASY 
WIRE(S) ROUTING

DETAIL C
SCALE 1 : 2

1U Vertical Rack Mounting Bracket
Max. Capacity: 19.5"H x 17.75"W x 2.25"D  

DISPLAY CAPACITY
SIZE 42"-98"

WEIGHT 225 LBS

STANDARD SCREEN CENTER HEIGHT
MIN. 48"
MAX. 64"

DISPLAY MOUNT (VESA COMPLIANT)

HORIZONTAL(MM)
200, 250, 300, 
350, 400, 450, 
500, 550, 600

VERTICAL(MM) 100, 200, 300, 
350, 400
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HEAT TREATMENT

CHECKED BY

SURFACE TREATMENT

DATE

ENGINEER

DRAWN BY

MATERIAL

REVDRAWING NUMBER

B
SIZE

TITLE:

811 BLUE HILLS AVE.
BLOOMFIELD, CT 06002

/T/ 860.313.0525 /F/ 860.313.0526

UNLESS OTHERWISE SPECIFIED:
- ALL  THREADS TO BE CLASS 2
- COUNTERSINK ALL TAPPED HOLES
- DEBURR HOLES AND BREAK SHARP EDGES
- STAMP, ETCH, OR MARK DRAWING
   NUMBER AND REVISION LETTER ON
   A NON-CRITICAL SURFACE.
- SURFACE FINISH TO BE 63 RMS

- TOLERANCES:

3rd ANGLE PROJECTION

APPLICATION
NEXT ASSEMBLYQTY

PROPRIETARY INFORMATION:  THIS MATERIAL AND THE CONTENTS THEREOF
ARE CONSIDERED THE PROPERTY OF SALAMANDER DESIGNS, AND THE DISCLOSURE
TO UNAUTHORIZED INDIVIDUALS OR DISSEMINATION, PUBLICATION, OR
COPYING THEREOF IS PROHIBITED WITHOUT PRIOR WRITTEN CONSENT BY
SALAMANDER DESIGNS OF BLOOMFIELD, CONNECTICUT.
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