
Easily affixing to the wall for a simple, elegant and robust solution, 

Salamander’s Strut70 Wall Stand integrates seamlessly in any 

environment. As always, all cabling and power and component 

storage is cleverly hidden behind lockable front lift-off panels.  

With our renowned design and reliability, every workspace with  

this Stand enhances the user interface while maximizing 

productivity. Available in black trim with front panels in  

white and a variety of real wood finishes. 

Strut70 Wall Stand

Shown with ADA Rail System accessory (AR1/60/SS)

Strut Wall System



Display Mount 
• Holds 55-98”, 225 lbs (102kg)   
• VESA Compliant  

–   Horizontal - 200, 250, 300, 350, 400, 450, 500, 550, 600mm 
–   Vertical - 100, 200, 300, 350, 400mm  

• Adjustable Center Line of Screen: 53.8-67.8”
• Optional Mounting Extension Kit  

–   Provides additional 4” of vertical adjustment 
to Screen position and VESA 600x600 (CA/MAC8)

Storage Compartment 
• Includes Rack rail for 1RU Component storage
• Additional 1 RU rack brackets available (SA/RM1U)

Strut Wall System

75”

23.25in. 
(591mm) ▶◀
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23.25in. 
(591mm) ▶◀

Wall Baseboard  
clearance and wireway

Accessories
Power Distribution Kit Speaker Bracket

• Extends out from display to accommodate most  
center speakers, above or below display.

• Mounting holes up to 14.5”W (368.3mm)

CA/MAC8

6.04in. 
(153mm)

3.75in. 
(95mm)



American Cherry Black Oak Gray Walnut Medium Walnut

Natural Oak Wenge White

Finishes

Strut Wall System



MADE IN USA

QUICK
 SHIP

ADA compliant detectable barrier that solves protrusion issues caused by wall 

mounted video displays. Modular system designed for displays 55-86" with 

durable, long lasting, brushed stainless steel finish. Easy to install to wall,  

no floor drilling required.

ADA Rail System One

AR1/48/SS ADA Rail System One, 48" Front Rail Compatible with Single Displays; 43”, 49”, 55”

AR1/60/SS ADA Rail System One, 60" Front Rail Compatible with Single Displays; 65”, 75” 

AR1/72/SS ADA Rail System One, 72" Front Rail Compatible with Single Displays; 85”, 86”
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