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SALAMANDER DESIGNS

UST PROJECTOR INTEGRATED CREDENZA
DESIGNED FOR EPSON 810E & LS800 salamandercommercial.com/epson



 

A simple installation with no need to open the wall or ceiling 
to run cables. All supporting components including a speaker 
system that can be enclosed in the cabinet to provide a 
beautiful and simple solution.

Low impact, superior video  
and conferencing solution  
to any business and hybrid  
work environment.

* Projector and Camera Sold Separately.
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Features:

•	 Flush top surface, recessed projector cavity design

•	 A simple installation with no need to open the wall or ceiling  
to run cables

•	 Extruded Aluminum Frame creates a strong support skeleton

•	 Telescoping mount for video camera soundbars to  
create an optimized video conferencing setup

•	 Built-in Louvers for better air flow to keep equipment cool

•	 Pinch-out Rear Panels permit fast, easy access to components  
and wiring

•	 Wide variety of bolt-on options and accessories: Active Cooling,  
Designer Footing & more

•	 Pull-out interior storage options available

Designed for Epson 810E & LS800 

44”

21.25”

31”

Available in multiple finishes and configurations: 20" or 30" high in 2 or 4 bay.

Finishes: American Cherry, Black Oak, Grey Walnut, Medium Walnut, 
Natural Oak, Wenge, White

Configurations: 20" 2 Bay, 20" 4 Bay, 30" 2 Bay, 30" 4 Bay



Salamander Cabinet Designed for Epson 810E & LS800

MADE IN USA

* Projector and Camera Sold Separately. 
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